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	MIXING CONSOLE
Instrument
	Source
	Insert

	 1
	Kick                                                                
	AKG D-112,Shure Beta52

	comp
gate

	2
	Snare 
	Shure SM57
	comp

	3
	High Hat
	Shure SM 81
	

	4
	Tom 1
	Sennheiser BF 504
	gate

	5
	Tom 2
	Sennheiser BF 504
	gate

	6
	Floor Tom
	Sennheiser BF 504
	gate

	7
	Over  L (
	Shure SM 81
	

	8
	Over R (
	Shure SM 81
	

	9
	Bass
	
	

	10
	Guitar 
	Shure SM57
	comp

160 A

	11
	KeyBoard L (
	DI-box (jack)
	

	12
	KeyBoard R (
	DI-box (jack)
	

	13
	KeyBoard 
	DI-box (jack)
	

	14
	KeyBoard 
	DI-box (jack)
	

	15
	Voc (
MON
	Shure  Beta58
	

	16
	Voc (
MON
	Shure Beta87-58
	comp

160A

	17
	Voc (
MON
	Shure Beta87-58
	comp

160A

	18
	Voc 
MON (
	Shure Beta58
	

	19
	Hall ret

Hall ret
	
	

	20
	
	
	

	21
	Delay ret

Delay ret
	
	

	22
	
	
	

	23
	DR Room
DR Room
	
	

	24
	
	
	

	I
	DRUMS
	
	comp

160A

	II
	
	
	comp

160A

	III
	VOCALS
	
	comp

160A

	IV
	
	
	comp

160A


Scene

1. Drum set DW, Premier, Yamaha or Sonor (not of a student series).     

Bass drum 22” with the opening in the front plastic,

Tom 12”, Tom 14”, Floor tom 16”, and also Hi-hat counter, 3 counters under the plates, counter under the small and the seat.Microphones of the drum set:

AKG D -112, Shure beta52 or analogous to the barrel; Shure SM57 or Beta57 to the small drum is compulsory on the counters; Shure SM 81 to Hi-Hat; three Sennheiser BF 504 

(possible clothespin) or analogous shure PG and so forth to the altos and bass that; two condenser Shure SM81 or analogous to overhead.

2. Gitar amp  100-300 W .Marshall JCM800, JCM900, Fender  twinreverb and so forth of equal class + the microphone  shure SM57 beta on the counter(we are not allowed: transistor [kombo], of the doubtful producers Park, Custom, Samick and weak [kombo] of license Korean and Chinese production). Microphone on the counter.

3. Two strong key-actuated counters

under of synthesizer.2 stereo pairs. Microphone on the counter .

4. 3 monitor lines: the first line -   two monitors; the second line - one monitor to keyboard, the third line - one monitor to guitarist. The power of monitors - is not less than on 300 W each.

5. 4 x  ~220V for keyboards,2x  ~220V for the guitarist, ~220V for the drummer.

6. One strong counter for Guitar. 

7.FOH panel and the Ra- system:

The power of acoustic system (portals) must be balanced with the power of amplifiers. Main amplifer circuit must be disposed in accordance with the acoustics of the data

accomodation to [saundcheka], ieka], i.e., 4 hours prior to the beginning of concert.

Mixers: Midas, Soundcraft, ALLEN&HEATH is not less than 24 channels, also, with  4 buses. 

Is necessary the presence of gates (Drawmer, BSS, dbx). Is necessary the presence of 6 Aux: 3 Pre-fader for selection to the monitors and 3 Post -fader for the selection for the working. Recovery of working into the stereos-channel of panel.

Working: 3 lines: Hall&Delay, (t.c.electronic, Yamaha, Lexicon). Also

is compulsory the presence 6- and of the compressors DBX of 160 A .It is compulsory: All lines of monitors must be with EQ. (Klark of techniks. DBX, BSS). 

WITH THE APPEARANCE OF QUESTIONS TO RING: 8 903 160 35 97 Andrey












